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(57) ABSTRACT

A method is provided in one example embodiment and
includes creating at a network element an entry designating
an out of order (“O00”) sequence number range associated
with a flow and receiving at the network element a packet
associated with the flow, wherein the packet corresponds to a
first sequence number range, wherein the first sequence num-
ber range falls within the OOO sequence number range des-
ignated in the entry. The method may further include updating
the entry to remove sequence numbers comprising the first
sequence number range from the OOO sequence number
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100~

A PACKET WITH TWO PIPELINED
GET REQUESTS IS RECEIVED
AT THE SERVICE GATEWAY

v

110

TWO TRANSACTIONS CAN BE OPENED:
ONE FOR EACH GET REQUEST

v

120~

THE FIRST RESPONSE PACKET FOR GET1
IS RECEIVED. UPON PARSING THIS ITEM,
A DECISION CAN BE MADE THAT THE REST
OF THE GET1 RESPONSE PACKETS CAN
BE FORWARDED OUT OF ORDER

!

130~

BEFORE THE REST OF THE GET1
RESPONSE PACKETS ARE RECEIVED,
THE FIRST RESPONSE PACKET OF GET2
ARE RECEIVED. SINCE THIS PACKET IS
CONTIGUOUS WITH THE OUT-OF-ORDER
RANGE, A SESSION SERVICES ELEMENT
CAN SEND THIS PACKET TO THE HTTP
PROTOCOL HANDLER FOR PARSING

v

140

UPON PARSING THE PACKET, THE HTTP
PROTOCOL HANDLER CAN CLOSE THE
TRANSACTION CORRESPONDING TO
GET1 AND GENERATE A CDR

v

150"

REMAINING RESPONSE PACKETS
OF GET1 ARRIVE AND ARE
COUNTED IN SLOP, AS THERE IS NO
MATCHING TRANSACTION PRESENT

END

FIG. 2

US 9,246,837 B2



US 9,246,837 B2

Sheet 3 of 14

Jan. 26, 2016

U.S. Patent

[a¥vMY04 ANV INNOD = NOILOV]

UMI0"Hd1LH iugyxspul/ 139
13%1Jvd 1S3n03Y

_I|_vo

UM0'L/dLLH M4y xspul 139
13)Jvd 1S3n03Y

IINAONW
_ SFOINNTS
oy S33MO] | noissas | |87
o 9¢€
MITONYH T0D0L0Nd dLIH ; N4
/N0 ONINOVAL P
€9  ¥3aWNN 3ONAND3S SY0SS3004d
Ol44vL
3naon |95 wwu,ao_\,_ _|
oy | 3omEs ¥0$S300Nd
vS-"140ALvnD | | 7oMINOD [-8E
INawaTa b Ve . ININIT3
RIONIN | g7 ] N39O0 2
AVM3LYO F0IAY3S
¢ "DIA



- [G¥VYMHO4 ANV LNNOD = NOLLIV] -«

US 9,246,837 B2

Sheet 4 of 14

Jan. 26, 2016

U.S. Patent

WU,
Y9~ u|0000} ‘ypbusT-yus0)
m mm I N
b 13%0vd 3SNOdS3Y _ _IIJ 3NACI LUM\S3JAq :sabuey-daooy,
sanano| | SIS oy JIU},198659695-81-8669., :Be3,
7 NOISS3S | |~ ° 9 WY (xnurifeH-pey) (xiun) 02''1/ayoedy :1erss,
° JMULLND 12:96°6Z 9002 984 £ ‘nyL ‘e1eq,
¥ITANYH 109010¥d dL1H JUINO 002 b'VdLLH,
IINAOW ONINOYYL _ [0004-1] b LINOVd FSNOISTY
¢9  ¥3gWNN FONIND3IS $408S3004d
Ol44vul
3INAOW _
TInaow |99
vy | 30mas ¥08S300¥d M)
¥S-"[ 40 ALNYND TOMINOD  [™-8€
INwaTa 7 . ININTT3
AJONIN | g7 N39901 |2
AYMALYD FOIAY3S
v DIA




US 9,246,837 B2

Sheet 5 of 14

Jan. 26, 2016

U.S. Patent

Apogq asuodsai jo 000Z-100} SaAq
[000€-100Z] € LANOVd ASNOLSTY

{¢}<=3n3NDO
[3N3Nd = NOILIY]
79~
_ —||4 JFINAON
$3IOING3S
oy ASTIO] | Noigsas | BV
o 9¢
YI1ANYH 1020L10¥4d dLLH _ I
JINAON ONIMOVAL _ \—
¢9  W3IgWNN IONIND3S S¥0SS3004d
Ol44v¥L
3inaow |99 | FINAON |
4304 A 30nu38 ¥0SS300¥d
Y5 -1 40 ALIVND T0YINOD  [-8€
INFwa13 b P Iy ININIT3 f
AJONIW | g7 NI990T e
AVYM3LYD F0IAN3S
¢ ‘DIA



US 9,246,837 B2

Sheet 6 of 14

Jan. 26, 2016

U.S. Patent

A

¢ 13Y9Vd 3SNOdS3Y
{} <—3n3and
- [a¥YMYO4 aNV LNNOD = NOILIV] -
Apoq asuodsai Jo 0004~} S8Aq
2 13%0Vd 3SNOdS3Y _ | 79 .
_ | SIONES [000Z-L001] Z LAN9Vd ASNOJSTY
$3NaND 8P
7 NoIss3s | | - ° 9
o]
YITANYH T000L0¥d dLIH
/' TINAON ONINOVYL !
29 M3ENNAN IININDIS SHY0SS300ud
Jl44vyl
3INAON I
3 w L9
oy | 3omu3s | ["uoss300ud ~p,
¥S-"| 40 ALITVND TOMINOD [-8¢
INGnaa e L INIWIT3
AYONIN | g2 NIO90T [“¥¢
AVM3LYO 30IAY3S
9 'DIq



US 9,246,837 B2

Sheet 7 of 14

Jan. 26, 2016

U.S. Patent

{g} <-—3n3ano
[3nano = NOILIY]

SI0NYTS
2y S3NNO] | noissas | |87

_ _Ml_vm/ 3INAOW

T
MITANYH T1000L08d dLLH _ /
/7 I1NAON ONIIOVYL !
€9  Y3IGNNN ION3ND3S SH0§$3004d
144Vl

95 | 3Fnaow

FINAON

Apoq ssuodsai o 000p-400€ Soiq
[0005-100¥] § LANOVA ISNOJSAY

F0IA43s | [ woss3004d
4304 | peTsoamvno| | Jouinod -gg
INawaTa - vE . ININTT3
AYONTW | g7 A N3990T [“P2
AVMALY J0IAY3S
L "DIA



US 9,246,837 B2

Sheet 8 of 14

Jan. 26, 2016

U.S. Patent

§ 13%9Vd ISNOdSTY
{} <+—13n3ano
- [QYYMYOL ANY LNNOD = NOILOV] -
Apoq asuodsa. Jo )00E-1 002 S
p 13N9Vd ISNOASIY PN Zmaon pog #0.0006-400¢ 554
_ _ SIOINS [000%-100€] ¥ LINOYd FSNOSIY
$3N3ND oy
N.V.\ NOISS3S l\ M @M
¥I1ANVH 1090L0¥d dLIH _ [
/' 3INCON ONINOVHL L
¢9 ¥3gWNN IONINDIS S¥0SS300ud
I3Vl
inaon 95 w%@w_m %mmeoomn_ ~
304 pejounvno| | Tounos [ge| PH
e L IEELE
AMONIW Tom 1nx NIOOOT 1T
AVMALYD FOIAY3S
8 ‘DIA



US 9,246,837 B2

Sheet 9 of 14

Jan. 26, 2016

U.S. Patent

A

[a¥vM¥04 ANV INNOD = NOILOV]

UU0"bdLLH iy xepul/ 139
1340vd 1S3n03d

U0 b idLLH fusyxapulf 139
13)9vd 1S3N03Y

7/3

j I1NAON
— SIOINNTS
- 53030 | Noissas | |8,
o 9¢
NITANYH T000L0Yd dLLH _ 4
JINAOW ONINOVAL _
29  y3gWNN IONINDIS SH0OSS3004d | |-
0144Vl
95 | Fnaow |
mum%_z | oms3s | ["wosszo0ud |
vSls0auwno | | Toun0g -8
INGnaTa b vE . ININAT
AJONW | g7 1 NI9901 |12
AVMALYO F0IANTS
6 DIA



US 9,246,837 B2

Sheet 10 of 14

Jan. 26, 2016

U.S. Patent

A

{00011 “100L} = IDNVM HIFNNN JONINDIS dIL AILNNOINN
[Q4YMYO4 GNY LNNOD = NOILOV]

A

b 13XIVd ISNOdSIN

WU,
«UH100001 ‘yibuaT-juajuo),
L UM\Sa)Aq :sabuey-ideady,
J|Ul,18869969¢-8q-8669,.,| :6e1 3,
UL (xnurppeH-pay) (xun) 0z'¢"L/oyoedy .eniss,
ML 12:96:€2 9002 984 €2 ‘YL "ajeq,
U0 002 L1/ dL1H,

[0004-1] b LAXOVd ISNOJSTY

19
—l_HIJ JFINAON
SIS
o S| | Noissas | [ 8,
o 9¢
[e]
MITANYH 1090.108d dLLH r 4
7 IINAON ONIOVL L
29 y3gWNN 3ONIND3S SY0SS3204d
0144Vl
JINAOW _
Tinaon 99
bom | 3omss | ["uoss3ooud
7S 40 ALITVND TOMINOD [-8€
INawaa L PE Iy ININTT3
AYONTN | g7 N39901 [¥2
AVMALYD FOIAN3S
01 'DOIA



US 9,246,837 B2

Sheet 11 of 14

Jan. 26, 2016

U.S. Patent

A

{{000L1-100¢} ‘{0002 '100L} } = JONVY
¥3GWNN JONIND3IS dOL GILNNOINN
[@YVMYOL ANV LNNOID = NOILOYI

A

€ 1IXIVd ISNOdSIY

Apoq esuodsal jo 00Z-400L ST
[000€-1002] € 1IHVd ISNOASTY

79~
_ _HI_ Ao
SIINNIS
71 AS330| | noissas | | -8Y .
o 9€
0
NITANYH 1000.10¥d dLIH
/" TINGOW ONINOVAL !
29 Y3gWNN 3ONIND3S S¥0SS300¥d
O34Vl
9s [ 3mnaom _
m“m%z | zomuzs | [Tuoss3o0ud
¥G-"| 40 ALITYND TOMINOD [-8€
INawaTa - Ve N ININTT3
AHOWIW | g7 N39901 [“¥2
AVMILYD J0IAN3S
IT 'OIA



US 9,246,837 B2

Sheet 12 of 14

Jan. 26, 2016

U.S. Patent

A

{0001 1-100€} = IONVY YIGWNN FININDIS dIL AILNNOINN
[Q¥YMYO04 ANY INNO? = NOILIV]

¢ 1DIIVd ISNOSTY

Apoq asuodsai Jo 0004-1 SeiAq
[0002-100}] Z LINOVd ISNOJSTY

79
| _||,_ ~ 2naon
E e
oy AINO) | Noissas | |8V,
o 9¢
4ITANVH 100010¥d dLIH - £
/' 3INCON ONDIOVYEL !
€9 MIGNNN FONAND3S S408§3204d
oHAVNL |-
|95 | Fnaow |
mﬁ%s_ | 3omsas | [uoss300ud
7S -"1 40 ALIVND JOHINOD [-8€
Nawaa e . INTNTT
NIONN | g7 A 39901 ¥z
AVMILYD J0IANES
¢l OIA



US 9,246,837 B2

Sheet 13 of 14

Jan. 26, 2016

U.S. Patent

A

{{000L1-L008} {000 ‘L00OC} } = IONVY
YIGWNN FONINDIS dOL GILNNOINN
[a¥vMy04 ANV LNNOD = NOILIV]

§ 13XJvd 3SNOdSTY

Apoq asuodsal jo )00p-100€ S8IAq
[0005-100¥] § LA¥IVd ISNOJSTY

79~
_ ﬂll__ IINCOW
$I0INNIS
$3N3No gy
[s]
¥ITANVH 1000L0¥d dLIH _ /
/' TINCOW ONIMOVYL _
€9 y3aWNN IONIND3IS SY0S$3004d
9144Vl
| -9 | 3Fnaow
o | 3omazs | [Moss3ooud
¥G-"1 40 ALITVND TOMINOD -8
INawa1a b Ve . ININTTE
AJONEN | g7 N39901 |[“¥2
AVMILYD J0IAE3S
€1 ‘OIA



US 9,246,837 B2

Sheet 14 of 14

Jan. 26, 2016

U.S. Patent

A

{0001 1-1008} = IONVYH ¥IGWNN FONINOIS dIL GILNNOINN
[@YVYMHO4 ANV LNNOI = NOILOVI]

A

¥ 1IX3vd ISNOdSIY

9~
| | Fnaon

S30IAY3S

Apoq esuodsai jo 000g-100Z S
[000%-1.00€] ¥ LINOVd ISNOLSTY

L [s3nano gy
7 NoIss3s | |, _—
¥ITANYH 1000108d dLLH _ va
7/ 3INAOW ONIOVYL L
€9 ¥3IaWNN IONIND3S S¥0SS3004d
144v¥1
9¢ [ Fncon |
od [ | sons3s | [Moss300ud
¥G-"1 40 ALITVND JO¥INOD [-8€
INanTa - ¥e . ININTT3
AJOWN | g7 1 NI9901 [¥Z
AVMALYO FOIAYIS
Y1 DIA



US 9,246,837 B2

1
SYSTEM AND METHOD FOR MANAGING
OUT OF ORDER PACKETS IN A NETWORK
ENVIRONMENT

RELATED APPLICATIONS

This Application is a continuation (and claims the benefit
ofpriority under 35 U.S.C. §120) of U.S. application Ser. No.
12/642,790, filed Dec. 19, 2009, entitled “SYSTEM AND
METHOD FOR MANAGING OUT OF ORDER PACKETS
IN A NETWORK ENVIRONMENT,” Inventor(s) Walter
Dixon et al., now U.S. Pat. No. 8,792,495 B1. The disclosure
of' the prior application is considered part of (and is incorpo-
rated by reference in) the disclosure of this application.

TECHNICAL FIELD

This disclosure relates in general to the field of communi-
cations and, more particularly, to managing out of order pack-
ets in a network environment.

BACKGROUND

Networking architectures have grown increasingly com-
plex in communication environments. As the subscriber base
of'end users increases and/or becomes mobile, proper routing
and efficient management of communication sessions and
data flows becomes critical. Typically, subscribers seek to
access content from various locations in the network. Certain
subscribers may seek to access content in which the subse-
quent ordering of packets is inconsequential. In some
instances, unnecessarily queuing packets can reduce through-
put and, more generally, inhibit performance. The ability to
properly manage out of order packets and to accurately bill
for data presents a significant challenge to component manu-
facturers, network operators, and system administrators.

BRIEF DESCRIPTION OF THE DRAWINGS

To provide a more complete understanding of the present
disclosure and features and advantages thereof, reference is
made to the following description, taken in conjunction with
the accompanying figures, wherein like reference numerals
represent like parts, in which:

FIG. 1 is a simplified block diagram of a communication
system for managing out of order packets in a network envi-
ronment in accordance with one embodiment of the present
disclosure;

FIG. 2 is a simplified flow diagram illustrating potential
operations associated with the communication system; and

FIGS. 3-14 are simplified block diagrams illustrating pack-
ets associated with example flows propagating in the commu-
nication system.

DETAILED DESCRIPTION OF EXAMPLE
EMBODIMENTS

Overview

A method is provided in one example embodiment and
includes creating at a network element an entry designating
an out of order (“O00”) sequence number range associated
with a flow and receiving at the network element a packet
associated with the flow, wherein the packet corresponds to a
first sequence number range, wherein the first sequence num-
ber range falls within the OOO sequence number range des-
ignated in the entry. The method may further include updating
the entry to remove sequence numbers comprising the first
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2

sequence number range from the OOO sequence number
range and forwarding the packet without awaiting receipt of
any other packets associated with the flow.

Example Embodiments

Turning to FIG. 1, FIG. 1 is a simplified block diagram of
a communication system 10 for managing out of order pack-
ets in a network environment. FIG. 1 may include a subscriber
12, a service gateway 14, a radio access network (RAN) 16,
multiple serving general packet radio service (GPRS) support
nodes (SGSNs) 18a and 185, and an Internet protocol (IP)
network 20. Additionally, communication system 10 may
include multiple gateway GPRS support nodes (GGSN5s) 32a
and 32b. In addition, service gateway 14 may include a
loggen element 24, a known user table (KUT) 26, and mul-
tiple traffic processors 36, which have a logical connection to
a control processor 38.

Service gateway 14 may additionally include a sequence
number tracking module 48 (that can include a number of
queues 42), a hypertext transfer protocol (HTTP) protocol
handler 62, and a session services module 64. Service gate-
way 14 may also include a quality of service (QoS) module
54, a policy control enforcement function (PCEF) module 56,
and a memory element 34. Communication system 10 may
also include a policy and charging rules function (PCRF)
element 40, which includes a processor 44, and a memory
element 46. Additionally, communication system 10 includes
a server 60, which may provide content or services sought by
subscriber 12. Additionally, communication system 10 may
include multiple inline service nodes (ISNs) 50, which have a
logical connection to an Internet 22. In this particular
instance, each ISN 50 is part of respective network paths
directed toward server 60. Server 60 can be a web server
responsible for traffic destined for various hostnames (e.g.,
having various uniform resource locators (URLs)) such as
Google.com, Yahoo.com, ESPN.com, etc.

Communication system 10 may include a configuration
capable of transmission control protocol/internet protocol
(TCP/IP) communications for the transmission and/or recep-
tion of packets in a network. Communication system 10 may
also operate in conjunction with a user datagram protocol/IP
(UDP/IP) or any other suitable protocol where appropriate
and based on particular needs. Communication system 10
may be generally configured or arranged to represent a 2G, a
2.5G, or a 3G communication architecture applicable to a
Global System for Mobile (GSM) environment in accordance
with a particular embodiment of the present disclosure. Com-
munication system 10 may also be configured to operate with
any version of any suitable GPRS tunneling protocol.

For purposes of illustrating certain example techniques of
communication system 10, it is important to understand the
communications that may be traversing the network. The
following foundational information may be viewed as a basis
from which the present disclosure may be properly explained.
Packets are typically parsed in order, as they are received by
a given network device. In some instances, a request may
involve a large HTTP data stream (e.g., a video stream or a
JPEG), where parsing is not necessarily required over the
length of that aggregate data. Typically, network devices will
parse a portion of the HTTP traffic. In many scenarios, HT'TP
requests and response headers are parsed, but the payloads are
not parsed. For example, the payload of a response, whose
headers indicate that it is not a multipart or chunked response,
(and that also includes a valid Content-Length field) is often
not parsed. A large amount of unparsed HTTP data (e.g.,
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binary data, Joint Photographic Experts Group (JPEG or JPG)
files, etc.) can cross a given network device.

Communication system 10 can resolve these coordination
issues (and others) by configuring service gateway 14 to
properly manage out of order packets, while maintaining
accurate byte counts and while accurately billing for infor-
mation propagating through service gateway 14. Service
gateway 14 can execute HTTP out of order packet processing
to allow HTTP unparsed packets to be processed out of order.
Service gateway 14 enables out of order forwarding of a
parsed protocol. This feature can occur during segments in
which packets being out of order are not problematic. In
addition, it should be noted that service gateway 14 has the
intelligence to move in and out of its queuing state activities.
Stated otherwise, for segments in which sequence number
ordering is important, service gateway 14 can understand that
this particular request needs to be treated differently.

In one generic example, service gateway 14 can be config-
ured to indicate that certain portions (e.g., Point A through
Point B) of a given stream are unparsed and, therefore, pack-
ets can be received out of order (O0O). Once Point B in this
example is reached, then a more ordered set of packets can be
received. Within this portion of unordered packets, service
gateway 14 has the intelligence to account for packets (e.g.,
for billing, for charging, etc.) passing through it. This can
include accounting for the exact number of TCP bytes passing
through service gateway 14, as well as properly accounting
for the packets that are received.

As a practical matter, it should also be noted that there are
resource limitations with any type of network appliance.
Stated in different terms, packets can consume space, where
a given device can only queue so many packets before packets
become susceptible to being dropped. When a packet is
queued, a far end network device does not receive its expected
acknowledgment (ACK message). In many cases, when the
ACK message is not timely received, the far end network
device can begin to reduce its respective window size. This
could lead to a flow control mechanism causing the through-
put to drop for this particular session (e.g., a presumption is
made that some type of network congestion exists). Service
gateway 14 can accommodate this issue (and others) by
allowing packets to flow through it even though the packets
may be received out of order. This would alleviate the poten-
tial for throttling that would otherwise occur due to perceived
congestion. Note that in the instance where packets are indeed
dropped due to some type of overflow in the queues, then
actual congestion occurs and throttling would be initiated,
which would be problematic for the reasons outlined above.
Service gateway 14 can resolve these issues and increase
throughput, even though it may be incurring some additional
processing in its operations.

Thus, service gateway 14 can improve throughput for indi-
vidual streams by eliminating certain queuing techniques for
specific types of flows. Such a protocol could be particularly
applicable to layer-7 (L 7) routing and/or dispatching. Service
gateway 14 can have other applicability to TCP selective
acknowledgment (SACK) instances, or in cases involving
large windows. In a general sense, processing the unparsed
portions of HTTP traffic without enforcing packet ordering
can improve performance for the TCP flow and, therefore,
prevent the throttling of HTTP flows. Some of these possible
packet flows are discussed below and, further, are illustrated
in an example set of configurations depicted in FIGS. 2-14.
Before turning to some of the operations of these arrange-
ments, a brief discussion is provided about some of the pos-
sible infrastructure of FIG. 1.
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Subscriber 12 can be associated with clients, customers, or
end users wishing to initiate a communication in communi-
cation system 10 via some network. The term ‘subscriber’ is
inclusive of devices used to initiate a communication, such as
a computer, a personal digital assistant (PDA), a laptop or
electronic notebook, a cellular telephone, an iPhone, an IP
phone, or any other device, component, element, or object
capable of initiating voice, audio, video, media, or data
exchanges within communication system 10. Subscriber 12
may also be inclusive of a suitable interface to the human user,
such as a microphone, a display, or a keyboard or other
terminal equipment. Subscriber 12 may also be any device
that seeks to initiate a communication on behalf of another
entity or element, such as a program, a database, or any other
component, device, element, or object capable of initiating an
exchange within communication system 10. Data, as used
herein in this document, refers to any type of numeric, voice,
video, media, or script data, or any type of source or object
code, or any other suitable information in any appropriate
format that may be communicated from one point to another.

Service gateway 14 and PCRF element 40 are network
elements that facilitate service flows between endpoints and a
given network (e.g., for networks such as those illustrated in
FIG. 1). As used herein in this Specification, the term ‘net-
work element’ is meant to encompass routers, switches, gate-
ways, bridges, loadbalancers, firewalls, inline service nodes,
proxies, servers, processors, modules, or any other suitable
device, component, element, or object operable to exchange
information in a network environment. This network element
may include sequence number tracking module 48 to support
the activities related to out of order packet management for
particular flows, as outlined herein. Moreover, the network
element may include any suitable hardware, software, com-
ponents, modules, interfaces, or objects that facilitate the
operations thereof. This may be inclusive of appropriate algo-
rithms and communication protocols that allow for the effec-
tive exchange of data or information.

In one implementation, service gateway 14 includes soft-
ware to achieve (or to foster) the out of order packet manage-
ment operations, as outlined herein in this Specification. Note
that in one example, this network element can have an internal
structure (e.g., a processor, a memory element, etc.) to facili-
tate some of the operations described herein. In other embodi-
ments, these packet management features may be provided
externally to these elements or included in some other net-
work element to achieve this intended functionality. Alterna-
tively, service gateway 14 may include this software (or recip-
rocating software) that can coordinate with other network
elements in order to achieve the operations, as outlined
herein. In still other embodiments, one or several devices may
include any suitable algorithms, hardware, software, compo-
nents, modules, interfaces, or objects that facilitate the opera-
tions thereof.

In a Gx-enabled network, service gateway 14 can act as a
PCEF, either as part of an enhanced GGSN (eGGSN) node,
where service gateway 14 and a GGSN are provided as sepa-
rate cards in a given network element. Alternatively, service
gateway 14 can be configured to operate as a standalone
Gi-node, with interoperability from external GGSNs. In
eGGSN mode, service gateway 14 can act as a Gx interface
endpoint, while the GGSN manages packet data protocol
(PDP) contexts. Service gateway 14 and a given GGSN can
communicate with each other using a remote authentication
dial in user service (RADIUS) protocol, or any other suitable
protocol where appropriate. Other protocols to be used in
such communications can include Diameter, service gateway
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interface (SGI), terminal access controller access-control
system (TACACS), TACACS+, etc.

Service gateway 14 can offer basic Gx support with
enhancements for per-user layer 7 rules, dynamic policy load-
ing, and per-user service policies. In a Gi-node mode, a stan-
dalone service gateway 14 can act as a GX interface endpoint.
The Gi-node mode can support the same functions as the
eGGSN mode. To enable Gx support for a particular sub-
scriber, service gateway 14 can define a user profile and
associate that profile with the subscriber. For example, the
user profile can enable Gx for associated subscribers. The
user profile can also define the actions that service gateway 14
can take ifa PCRF fails. In addition, the user profile can define
the mobile policy control and charging (MPCC) profile to be
used by service gateway 14 when sending per-user credit
control requests (CCRs) to PCRF element 40.

Service gateway 14 can determine that a user is a Gx user
in several ways. For example, a given GGSN can send a
RADIUS accounting start request or a RADIUS accounting
interim request: both of which can indicate that the user is a
Gx user. Alternatively, service gateway 14 can compare the
access point name (APN) name in an attribute (e.g., a Called-
Station-1d attribute) of the RADIUS accounting start against
a configured list of APN names to determine that the user is a
Gx user. In regards to a dynamic loading of policies, service
gateway 14 can dynamically load global contents, maps, poli-
cies, billing plans, and services from PCRF element 40. If
configured to do so, service gateway 14 can dynamically load
policies as it boots up (i.e., preloading of policies). Service
gateway 14 also supports exporting the IP and TCP headers
from a subscriber TCP SYN (or SYN-ACK) packet to PCRF
element 40 via the Gx protocol.

RAN 16 is a communication interface between subscriber
12 and SGSNs 18a and 185. RAN 16 may comprise a base
transceiver station and a base station controller in one
embodiment. The communication interface provided by
RAN 16 may allow data to be exchanged between subscriber
12 and any number of selected elements within communica-
tion system 10. RAN 16 may facilitate the delivery of a
request packet generated by subscriber 12 and the reception
of information sought by subscriber 12. RAN 16 is only one
example of a communication interface between subscriber 12
and SGSNs 18a and 185. Other suitable types of communi-
cation interfaces may be used for any appropriate network
design and these may be based on specific communication
architectures.

SGSNs 18a, 185, and GGSNs 324, 325 are communication
nodes or elements that cooperate in order to facilitate a com-
munication session involving subscriber 12. GGSNs 32a-b
are communication nodes operating in a GPRS environment
that may be working in conjunction with multiple SGSNs 184
and 186 to provide a communication medium in a GPRS
service network. GGSNs 32a and 325 can provide a GPRS
tunneling protocol (GTP), any PDP authentication, authori-
zation, and accounting (AAA) operations, and QoS RAN
signaling. GPRS may support multiple internet communica-
tion protocols and may enable existing IP, point-to-point pro-
tocol (PPP), or any other suitable applications or platforms to
operate over a given network.

IP network 20 represents a series of points or nodes of
interconnected communication paths for receiving and trans-
mitting packets of information that propagate through com-
munication system 10. IP network 20 offers a communicative
interface between subscriber 12 and selected GGSNs 32a-b,
and may be any local area network (LAN), wireless local area
network (WLAN), metropolitan area network (MAN), Intra-
net, Extranet, wide area network (WAN), virtual private net-
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work (VPN), or any other appropriate architecture or system
that facilitates communications in a network environment. IP
network 20 may implement a UDP/IP connection and use a
TCP/IP communication language protocol in particular
embodiments of the present disclosure. However, IP network
20 may alternatively implement any other suitable commu-
nication protocol for transmitting and receiving data packets
within communication system 10. Internet 22 offers a com-
municative interface between server 60 and ISNs 50. Internet
22 may foster any communications involving services, con-
tent, video, voice, or data more generally, as it is exchanged
between subscriber 12 and various network elements.

PCRF element 40 can be configured to act as a Diameter
server and perform the following functions: 1) use the Gx
interface to provision PCC rules to (and remove PCC rules
from) PCEF module 56; 2) manage policy control decisions;
3) provide network control regarding the service data flow
detection, QoS, and flow-based charging towards PCEF mod-
ule 56; 4) receive session and media-related information from
application functions (AFs); and 5) inform the AFs of traffic
plane events.

PCEF module 56 can act as a Diameter client and perform
the following functions: 1) use the Gx interface to send traffic
plane events to PCRF element 40; 2) enforce policy, handle
flow-based charging, control QoS and the handling of user
plane traffic; 3) provide service data flow detection, counting
for online and offline charging interactions; and 4) report
changes in the status of service data flows. In a Gx-enabled
network, the PCC rules can be used to: 1) detect a packet that
belongs to a service data flow; 2) identify the service to which
the service data flow contributes; and 3) provide applicable
charging parameters and policy control for a service data
flow. PCC rules can be dynamically provisioned by PCRF
element 40 to PCEF module 56 over the Gx interface.
Dynamic PCC rules can be dynamically generated in PCRF
element 40. Dynamic PCC rules can be activated, modified,
and deactivated at any time.

Loggen element 24 is a storage element operable to build
billing records and communicate the billing records to a bill-
ing system based on information provided by KUT 26.
Loggen element 24 may also operate to store data for lateruse
and execute all formatting for billing records to be commu-
nicated to a billing system. Loggen element 24 may be imple-
mented using hardware, software, or any other suitable ele-
ment or object operable to store information and to generate
a billing record to be communicated to a billing system.
Loggen element 24 may generate logging records or billing
records and additionally send messages to a billing system
element associated with a change in SGSN.

KUT 26 is a data storage element that manages one or more
correlations between the ID of subscriber 12 and a corre-
sponding IP address. KUT 26 could be simply part of any
memory element within service gateway 14. KUT 26 may
also store information relating to billing, previously desig-
nated for subscriber 12, and the billing system may be
invoked when additional information associated with sub-
scriber 12 is communicated to service gateway 14. KUT 26
may be consulted as additional billing records are created in
order to determine that a billing system should receive
selected billing records. KUT 26 may also include an appli-
cation program interface (API) that may be implemented in
order to obtain user ID information for an IP address from a
data flow.

KUT 26 is provided with the capability of mapping the
source IP address (or any other subscriber 12 parameter) to a
user ID. The user ID may be obtained from an external data-
base, where appropriate, or any other suitable location. Alter-
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natively, the user ID may be extracted from a RADIUS flow,
a TACACS communication flow, a Diameter communication
flow, or any other suitable communication protocol flow,
communication session, or data exchange. The database may
be populated at any suitable time and updated using any
suitable mechanism, such as via the sniffing of RADIUS or
TACACS flows.

In one example implementation, HTTP protocol handler
62 and session services module 64 cooperate in order to
achieve an effective management of out of order packets
being received by service gateway 14. For example, software
within HTTP protocol handler 62 can parse incoming headers
and determine the out of order range for the particular flow.
Determining the out of order range can more generally
include interpreting the protocol. Comparing incoming pack-
ets to the out of order range (e.g., along with executing deci-
sions about when to forward or when to queue certain pack-
ets) can be performed by session services module 64. One or
more application program interfaces (APIs) may be used in
order to foster, or otherwise facilitate, any of these described
operations. In addition, both HTTP protocol handler 62 and
session services module 64 can be configured within (or be
capable of interfacing with) one or more traffic processors 36,
which can manage individual sessions. For example, an indi-
vidual session exists for each TCP flow on an individual
traffic processor 36.

In operation, session services module 64 can operate in the
following manner. The OOO TCP counting implementation
can be configured to react to OOO packets by recording the
missing sequence numbers in an OOO missing queue (e.g.,
within queues 42). In addition, the session sequence number
position can be moved to the end of the out of order packet
sequence number, as though it had started with the expected
sequence number. Since the protocols that use this implemen-
tation do not parse the content, problems are not encountered
as the late packets arrive.

HTTP protocol handler 62 is configured to provide session
services module 64 with a range of sequence numbers where
00O processing is allowed. In one example implementation,
an application program interface (API) can be used such that
an OO0 missing queue entry will be created for the OOO
allowed range. The session current sequence number can be
set to the sequence number after the OOO allowed range. As
packets arrive for the OOO allowed range, service gateway 14
can count the TCP bytes and remove those sequence numbers
from the OOO missing queue such that packets within that
range may arrive in any order.

A packet that arrives with a sequence number beyond the
current expected sequence number can be handled as an OOO
packet. The packet can be queued in the OOO queue and held
until the TCP stream position effectively catches up to it. A
packet that contains the current expected sequence number,
either at the beginning or somewhere else within the packet,
can be parsed starting with the byte at the next expected
sequence number.

In one example implementation, OOO packets received by
asession operating in this mode would not create new missing
000 queue entries. OO0 missing queue entries can be cre-
ated by HTTP protocol handler 62. As an additional optimi-
zation, fragmented packets are not reassembled if all of the
TCP payload bytes are within the OOO allowed range. In one
example implementation, an API can be provided to allow
parsed sessions that undergo an [.4 downgrade to forgo all
further OOO queuing in a specific direction. The session can
be flagged for OOO processing in that direction, and packets
in the OO0 queue can be handed to HTTP protocol handler
62.
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In one particular implementation, HTTP protocol handler
62 can consider the following situations as eligible for OO0
forwarding: 1) a request or response that has a content length
header and that additionally is not a multipart/chunked
response; 2) a request or response that HI'TP parsing code is
marked FIN terminated (no parsing until end of session); and
3) a request or response that HTTP parsing code has down-
graded to 4.

In the first identified scenario, HTTP can request session
services to perform OOO forwarding until the end of the
request/response in question. Parser state can be updated to
indicate that the “End of Message Body™ has been encoun-
tered and the subsequent packets belonging to that specific
request/response can be treated as retransmits. In scenarios 2)
and 3) identified above, session services can be asked to
disable OOO queuing completely. For HA instances, on the
standby, the request and response are already marked for
downgrade when setting up the session. Adding a call to
session services to disable OOO queuing for both request and
response directions is sufficient to handle this scenario.

Inline service nodes (ISNs) 50 represent different types of
network elements (e.g., routers, switches, gateways, etc.) that
can offer various services and capabilities for subscriber 12.
Thus, particular ISNs can offer different services for incom-
ing flows. For example, one ISN may be associated with video
compression such that any flow associated with this particular
technology or protocol would be routed to that ISN. Another
ISN may be tasked with content filtering operations, while
still another ISN may be associated with voice data associated
with a VPN connection. Thus, in changing the path for a
particular communication flow, the packets can be processed
or implicated differently depending on which ISN is process-
ing the particular flow. In one example, there is a default route
associated with particular web servers, and this particular
default could be the shortest path between two network
points. In another example, particular routing decisions are
executed such that particular flows are directed to specific
paths that can accommodate specific subscriber needs. In one
example, ISNs 50 may not be simple routers in a more tradi-
tional sense. ISNs 50 can be more complex service nodes
operating on network flows at much higher levels, rather than
providing simple routing and forwarding operations. For
example, these nodes may implement specialized inline ser-
vices such as image and video optimization, wireless TCP
optimizations, protocol transformations (WAP/HTTP), con-
tent filtering controls, etc.

Quality of service module 54 is configured to execute
quality of service decisions for particular subscribers. This
may include referencing or accessing a given profile for par-
ticular subscribers. Additionally, quality of service module 54
can interface with PCEF module 56 in order to render or to
execute quality of service decisions. Quality of service mod-
ule 54 can also interface with sequence number tracking
module 48 in order to properly manage and track the forward-
ing and/or billing activities for particular packets.

Turning to additional details associated with particular
QoS activities of communication system 10, QoS actions
(e.g., to be performed by quality of service module 54) can be
specified by configuring a QoS profile for each particular
subscriber. Such a profile can be stored within service gate-
way 14, provided in a table external to service gateway 14,
provided in a database, or otherwise suitably stored, main-
tained, cached, or referenced in order to execute quality of
service decisions. The profile can be attached to a billing plan
(per-user) and/or a service (per-user service). The QoS profile
configuration can describe the various parameters for polic-
ing and marking traffic. Traffic actions can include taking no
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action, marking Differentiated Services Code Point (DSCP)
bits, dropping the traffic, etc. Note that service gateway 14 can
be employed on a per-user basis, or on a per-user service. The
per-user basis implies that the QoS is applied to traffic to/from
a particular subscriber. The per-user service implies that the
QoS can be applied to traffic to/from a particular subscriber
and that also matches a specific service. Stated differently, the
QoS can be applied to each service instance in certain
examples.

Server 60 can be a web server offering content or services
to any subscriber or any group of subscribers. For example,
server 60 could be any network element associated with
www.ESPN.com or www.yahoo.com: both of which could
offer content for their end users. Alternatively, server 60 can
be any destination, location, or node that is sought to be
accessed or used by subscriber 12. Server 60 may provide the
requested service/content, or provide a portal, pathway, or
gateway to another location that includes the desired data. In
other embodiments, server 60 could simply be a data storage
location or a processor that can store or deliver content or
services to one or more subscribers 12.

Turning to FIG. 2, FIG. 2 illustrates an example flow asso-
ciated with HTTP pipelined requests. One behavior of HTTP
protocol handler 62 is to close out a transaction when the first
response packet for the next transaction is received. This
leads to potentially more slop bytes when pipelining is preva-
lent. Note that slop activities are specific to a particular imple-
mentation only and, therefore, are not applicable to all con-
figurations outlined herein. Note also that communication
system 10 includes counting TCP bytes correctly, while
dynamically switching between parsed (order-enforced) and
unparsed (order-agnostic) modes. Transactions and slop can
be associated with specific implementation artifacts of ser-
vice gateway 14 in which the counted bytes are then divvied
up and charged. Thus, communication system 10 has rel-
evance independent of how the counted bytes are charged.

FIG. 2 considers this particular slop issue in the following
sequence. At step 100, a packet with two pipelined GET
requests is received at service gateway 14. The requests are
labeled as GET1 and GET2 in the following discussion. At
step 110, two transactions are opened: one for each GET
request. At step 120, the first response packet for GET1 is
received. Upon parsing this, HTTP can decide that the rest of
the GET1 response packets can be forwarded out of order,
where it informs session services module 64 accordingly.

At step 130, before the rest of GET1 response packets are
received, the first response packet of GET2 is received. Since
this packet is contiguous with the out-of-order range, session
services module 64 can send this packet to HT'TP protocol
handler 62 for parsing. At step 140, upon parsing the packet,
HTTP protocol handler 62 can close the transaction corre-
sponding to GET1 and generate a call detail record (CDR). At
step 150, the remaining response packets of GET1 arrive and
are counted within some slop segment, as there is no match-
ing transaction present.

A potential solution to this issue above is to delay closing
the transaction if there are missing packets. Such missing
packets can be detected by checking the session services
sequence number queue for any elements in the sequence
number range of interest. An alternative would be to compare
the HTTP TCP byte count for the transaction against the
sequence number range for that same transaction. If the count
were less than the sequence number range, that would indi-
cate missing packets.

FIGS. 3-8 illustrate how certain HTTP flows can be man-
aged when out of order packets are received by service gate-
way 14. FIGS. 3-8 depict an emphasis on queuing out of order
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packets before allowing the packets to be forwarded to their
intended destination. In contrast, FIGS. 9-14 illustrate how
service gateway 14 can take a different approach to resolving
out of order packets, where queuing is minimized and for-
warding occurs more systematically.

Turning to the first set of example illustrations, FIG. 3
illustrates an HTTP request being received by service gate-
way 14. The HTTP request is forwarded to a given server,
which can provide content being sought by a particular sub-
scriber. FIG. 4 illustrates a response packet being received by
service gateway 14 from the server. Again, the response
packet is forwarded by service gateway 14 back toward the
subscriber in this particular example, although it should be
noted that service gateway 14 is bidirectional, as it can
accommodate flows emanating from various directions. FIG.
5 illustrates a response packet #3 (having a sequence number
range 2001-3000) being received by service gateway 14. In
actuality, service gateway 14 was anticipating the reception of
response packet #2 before response packet #3 arrived. In this
instance, service gateway 14 queues response packet #3 (e.g.,
within queue #3). In theory, packet #3 is maintained until the
missing packet #2 is received, in which case both packets are
forwarded to their intended destination.

FIG. 6 illustrates service gateway 14 receiving the missing
response packet #2, which has a sequence number range of
1001-2000. Response packet #2 is forwarded by service gate-
way 14, which subsequently forwards the previously queued
response packet #3. FIG. 7 illustrates service gateway 14
receiving response packet #5 instead of the anticipated
response packet #4. Response packet #5 has a sequence num-
ber range of 4001-5000 and it is properly queued (e.g., queue
#5) for subsequent transmission. FIG. 8 illustrates response
packet #4 being received by service gateway 14, which again
forwards this packet, along with response packet #5 toward its
proper destination.

FIGS. 9-14 illustrate an alternative manner in which out of
order packets can be properly handled. FIG. 9 depicts a
request packet being received by service gateway 14, which
properly forwards the request packet to its intended destina-
tion. FIG. 10 illustrates a response packet #1 being received
by service gateway 14, which establishes an out of order
sequence number range of 1001-11,000 (e.g., for the response
body). Note that response packet #1 includes a content length
element field designating 10,000 bytes as the out of order
range to be used for this particular HTTP flow. Service gate-
way 14 can effectively maintain an internal state for this
particular range. The range can be updated (i.e., adjusted)
with beginning and ending sequence numbers. Response
packet #1 is subsequently forwarded to its intended destina-
tion.

Note also that the sequence number order range (desig-
nated as 1001-11,000 in this particular example) represents
an individual entry within a queue. Each individual element
(or node) within the queue corresponds to a range of sequence
numbers, which can be handled in any suitable order. In
essence, any data arriving at service gateway 14 and which
falls within this specified range can be handled out of order.
There can be multiple entries within the queue and each entry
could represent a certain sequence number range that is dif-
ferent from the other entries in the queue. Note that there
could be sub-ranges within the designated range, as new
packets arrive at service gateway 14 and other sequence num-
ber ranges are resolved, removed, or adjusted. Note that as
used herein in this Specification, the term ‘resolve’ is meant to
include any type of removal, adjustment, modification, dele-
tion, clearing, marking, changing, or otherwise addressing a
given entry that is maintained in the queue. The term ‘queue’
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is meant to include any type of cache, memory, database,
table, etc. in which sequence number entries can be appropri-
ately maintained for subsequent reference.

Thus, as packets are received, portions within the sequence
number range can be removed or otherwise resolved in the
queue such that they are acknowledged as being received. The
out of order range can continue to be adjusted as packets
arrive at service gateway 14 such that ultimately, there is an
empty queue for the out of order sequence number range (i.e.,
reflecting that all of the packets have been properly received
and accounted for). In this sense, an accurate counting of
these packets can be performed, where unnecessary queuing
is avoided and the throughput is maximized.

FIG. 11 illustrates service gateway 14 receiving response
packet #3 having a sequence number range from 2001-3000.
Note that response packet #3 is being received out of order for
this particular HTTP flow. Service gateway 14 understands
that this particular packet is within the designated range that
was previously established in the out of order range queue.
For this reason, it does not have to queue this packet and
instead, and as illustrated, it forwards response packet #3 to
its intended destination. Note that response packet #3 repre-
sents sequence numbers not yet seen by service gateway 14.
For this reason, this packet is counted (e.g., TCP bytes are
counted), as it is forwarded along to a next network location.
In addition, when response packet #3 is forwarded, this par-
ticular sequence number range is effectively resolved (i.e.,
removed) in the out of sequence number range queue. In a
general sense, this particular sequence number range is being
marked as having already been seen by service gateway 14. If
for whatever reason this particular response packet #3 is
received at service gateway 14 (representing the same range
of'sequence numbers 2001-3000), then a simple lookup could
be performed in the queue to search for this range. When that
range is not found and there is no match found for this par-
ticular sequence number range, service gateway 14 under-
stands that this represents a retransmission and, therefore, is
not to be counted a second time.

FIG. 12 illustrates response packet #2 (having a sequence
number range of 1001-2000) being received by service gate-
way 14. Service gateway 14 understands that this range falls
within the previously established range such that it can for-
ward this packet along to its intended destination. More spe-
cifically, service gateway 14 can reference its out of order
sequence number queue and eliminate a particular node (i.e.,
entry) associated with sequence numbers 1001-2000. The
remaining sequence number range would effectively cover
packets having sequence numbers not yet seen by service
gateway 14 (i.e., from the originally allotted out of order
sequence number range). In this particular example, and at
this specific junction, service gateway 14 has seen sequence
numbers 1-1000 (for response packet #1), 2001-3000 (for
response packet #3), and 1001-2000 (for response packet #2).
Thus, from the removal of these sequence numbers in the
queue, the remaining sequence number range being main-
tained by service gateway 14 would be 3001-11,000. In this
general sense, service gateway 14 continues to evaluate
incoming packets such that ultimately this previously desig-
nated range of sequence numbers is effectively extinguished.
Stated otherwise, service gateway 14 systematically evalu-
ates sequence numbers (after being given a designated
sequence number range) until the queue is empty, where all
sequence numbers have been appropriately counted and
acknowledged by service gateway 14.

FIG. 13 illustrates service gateway 14 receiving response
packet #5, which is out of order. Response packet #5 has a
sequence number range of 4001-5000 and this falls within the
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previously designated sequence number range. Instead of
queuing this particular packet, service gateway 14 forwards
response packet #5 to its intended destination. FIG. 14 illus-
trates response packet #4 (having a sequence number range of
3001-4000) being received by service gateway 14, which
would promptly forward this packet to its intended destina-
tion.

As demonstrated by the previous flow, service gateway 14
has the intelligence to simply forward along packets even
though they are being received out of order. This is in contrast
to forced queuing that would occur when packets are received
out of order. The forced queuing would dictate that service
gateway 14 would have to wait on previous packets (that
would essentially fill the missing gaps of packets) before
forwarding along the out of order packets. Instead, and as
shown in FIGS. 9-14, service gateway 14 can quickly forward
packets as they are received and, thereby, avoid unnecessarily
queuing out of order packets. This can improve the overall
throughput for service gateway 14. In addition, service gate-
way 14 has the intelligence to treat individual requests differ-
ently. For example, if a particular request is associated with a
data flow where the sequence number order range is not
important, then service gateway 14 can spring into action and
perform the operations highlighted in FIGS. 9-14. Service
gateway 14 can concurrently service other types of requests in
which sequence numbering is important. For example, if ser-
vice gateway 14 were to receive a contiguous sequence num-
berrange of 14,001-15,000 after receiving response packet #4
(of FIG. 14), then service gateway 14 would understand that
this is associated with a new request. If the designated out of
order sequence number range has not been established for this
request, then service gateway 14 can quickly modify its
behavior to accommodate a different technique for queuing
packets (e.g., until they are properly ordered) before sending
the packets along to their next intended destination.

Note that in certain example implementations, the out of
order packet management functions outlined herein may be
implemented by logic encoded in one or more tangible media
(e.g., embedded logic provided in an application specific
integrated circuit [ASIC], digital signal processor [DSP]
instructions, software [potentially inclusive of object code
and source code| to be executed by a processor, or other
similar machine, etc.). In some of these instances, a memory
element [as shown in FIG. 1] can store data used for the
operations described herein. This includes the memory ele-
ment being able to store software, logic, code, or processor
instructions that are executed to carry out the activities
described in this Specification. A processor can execute any
type of instructions associated with the data to achieve the
operations detailed herein in this Specification. In one
example, the processor [as shown in FIG. 1] could transform
an element or an article (e.g., data) from one state or thing to
another state or thing. In another example, the activities out-
lined herein may be implemented with fixed logic or pro-
grammable logic (e.g., software/computer instructions
executed by a processor) and the elements identified herein
could be some type of a programmable processor, program-
mable digital logic (e.g., a field programmable gate array
[FPGA], an erasable programmable read only memory
(EPROM), an electrically erasable programmable ROM (EE-
PROM)) or an ASIC that includes digital logic, software,
code, electronic instructions, or any suitable combination
thereof.

In one example implementation, service gateway 14 may
include software in order to achieve the out of order packet
management functions outlined herein. These activities can
be facilitated by sequence number tracking module 48 (and/
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or any of its associated internal components). Service gate-
way 14 can include memory elements for storing information
to be used in achieving the intelligent out of order packet
management, as outlined herein. Additionally, service gate-
way 14 may include a processor that can execute software or
an algorithm to perform the out of order packet management,
as discussed in this Specification. This device may further
keep information in any suitable memory element [random
access memory (RAM), ROM, EPROM, EEPROM, ASIC,
etc.], software, hardware, or in any other suitable component,
device, element, or object where appropriate and based on
particular needs. Any of the memory items discussed herein
(e.g., database, lookup table, cache, etc.) should be construed
as being encompassed within the broad term ‘memory ele-
ment.” Similarly, any of the potential processing elements,
modules, and machines described in this Specification should
be construed as being encompassed within the broad term
‘processor.” Each of the network elements can also include
suitable interfaces for receiving, transmitting, and/or other-
wise communicating data or information in a network envi-
ronment.

Note that with the example provided above, as well as
numerous other examples provided herein, interaction may
be described in terms of two, three, or four network elements.
However, this has been done for purposes of clarity and
example only. In certain cases, it may be easier to describe
one or more of the functionalities of a given set of flows by
only referencing a limited number of network elements. It
should be appreciated that communication system 10 (and its
teachings) are readily scalable and can accommodate a large
number of components, as well as more complicated/sophis-
ticated arrangements and configurations. Accordingly, the
examples provided should not limit the scope or inhibit the
broad teachings of communication system 10 as potentially
applied to a myriad of other architectures.

It is also important to note that the steps in the preceding
flow diagrams illustrate only some of the possible signaling
scenarios and patterns that may be executed by, or within,
communication system 10. Some of these steps may be
deleted or removed where appropriate, or these steps may be
modified or changed considerably without departing from the
scope of the present disclosure. In addition, a number of these
operations have been described as being executed concur-
rently with, or in parallel to, one or more additional opera-
tions. However, the timing of these operations may be altered
considerably. The preceding operational flows have been
offered for purposes of example and discussion. Substantial
flexibility is provided by communication system 10 in that
any suitable arrangements, chronologies, configurations, and
timing mechanisms may be provided without departing from
the teachings of the present disclosure.

Although the present disclosure has been described in
detail with reference to particular arrangements and configu-
rations, these example configurations and arrangements may
be changed significantly without departing from the scope of
the present disclosure. For example, although the present
disclosure has been described with reference to particular
communication exchanges involving certain GGSN compo-
nents, communication system 10 may be applicable to other
protocols and arrangements such as any type of network
access server (NAS), GPRS entry point, etc. Moreover, the
present disclosure is equally applicable to various wireless
technologies including Wi-Fi, WiMax, etc. In addition, other
example environments that could use the features defined
herein include Pico and femto architectures, where an appro-
priate out of order packet management would occur for one or
more packets. Moreover, although communication system 10
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has been illustrated with reference to particular elements and
operations that facilitate the communication process, these
elements and operations may be replaced by any suitable
architecture or process that achieves the intended functional-
ity of communication system 10.

What is claimed is:

1. A method, comprising:

creating by a network element an entry comprising an out

of order (“O00”) sequence number range associated
with a flow, wherein the OOO sequence number range is
indicated by a request packet received at the network
element;

receiving by the network element a packet associated with

the flow, wherein the packet corresponds to a first
sequence number range, wherein the first sequence
number range falls within the OOO sequence number
range designated in the entry;

updating the entry to remove sequence numbers compris-

ing the first sequence number range from the OO0
sequence number range; and

forwarding the packet without awaiting receipt of any other

packets associated with the flow;

wherein the updating and forwarding are performed by the

network element.

2. The method of claim 1, further comprising receiving at
the network element a request packet associated with the flow.

3. The method of claim 1, further comprising:

receiving an additional packet associated with the flow,

wherein the additional packet corresponds to a second
sequence number range; and

determining whether the OOO sequence number range

designated in the entry includes sequence numbers com-
prising the second sequence number range.

4. The method of claim 3, further comprising:

classifying the additional packet as a retransmission if the

00O sequence number range designated in the entry
does not include sequence numbers comprising the sec-
ond sequence number range.

5. The method of claim 3, further comprising forwarding
the additional packet without awaiting receipt of any other
packets associated with the flow ifthe OOO sequence number
range designated in the entry includes sequence numbers
comprising the second sequence number range.

6. The method of claim 5, further comprising updating the
entry to remove sequence numbers comprising the second
sequence number range from the OOO sequence number
range.

7. The method of claim 1, wherein creating the entry
includes creating a segment within a queue for the OOO
sequence number range comprising expected sequence num-
bers for packets associated with the flow.

8. The method of claim 1, further comprising:

accounting for a number of transmission control protocol

(“TCP”) bytes passing through the network element;
and

accounting for packets received at the network element.

9. The method of claim 1, further comprising billing a first
set of packets associated with the flow in response to forward-
ing the first set of packets, wherein the request packet is
associated with a data type in which out of order processing
for packets within the flow is permissible.

10. One or more non-transitory tangible media that
includes code for execution and when executed by a processor
causes performance of operations comprising:

creating by network element an entry comprising an out of

order (“O00”) sequence number range associated with
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a flow, wherein the OOO sequence number range is
indicated by a request packet received at the network
element;

receiving at the network element a packet associated with

the flow, wherein the packet corresponds to a first
sequence number range, wherein the first sequence
number range falls within the OOO sequence number
range designated in the entry;

updating the entry to remove sequence numbers compris-

ing the first sequence number range from the OO0
sequence number range; and

forwarding the packet without awaiting receipt of any other

packets associated with the flow.

11. The non-transitory tangible media of claim 10, wherein
the operations further comprise receiving at the network ele-
ment a request packet associated with the flow.

12. The non-transitory tangible media of claim 10, wherein
the operations further comprise:

receiving an additional packet associated with the flow,

wherein the additional packet corresponds to a second
sequence number range; and

determining whether the OOO sequence number range

designated in the entry includes sequence numbers com-
prising the second sequence number range.

13. The non-transitory tangible media of claim 12, wherein
the operations further comprise:

classifying the additional packet as a retransmission if the

00O sequence number range designated in the entry
does not include sequence numbers comprising the sec-
ond sequence number range.

14. The non-transitory tangible media of claim 12, wherein
the operations further comprise forwarding the additional
packet without awaiting receipt of any other packets associ-
ated with the flow if the OOO sequence number range desig-
nated in the entry includes sequence numbers comprising the
second sequence number range.

15. The non-transitory tangible media of claim 14, wherein
the operations further comprise updating the entry to remove
sequence numbers comprising the second sequence number
range from the OOO sequence number range.

16. An apparatus, comprising:

a memory element configured to store data,

aprocessor to execute instructions associated with the data,

and
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a tracking module configured to:
create by a network element an entry comprising an out
of order (“O00”) sequence number range associated
with a flow, wherein the OOO sequence number range
is indicated by a request packet received at the net-
work element;
receive a packet associated with the flow, wherein the
packet corresponds to a first sequence number range,
wherein the first sequence number range falls within
the OO0 sequence number range designated in the
entry,
update the entry to remove sequence numbers compris-
ing the first sequence number range from the OO0
sequence number range; and
forward the packet without awaiting receipt of any other
packets associated with the flow.
17.The apparatus of claim 16, wherein the tracking module
is further configured to receive a request packet associated
with the flow.
18. The apparatus of claim 16, wherein the tracking module
is further configured to:
receive an additional packet associated with the flow,
wherein the additional packet corresponds to a second
sequence number range; and
determine whether the OOO sequence number range des-
ignated in the entry includes sequence numbers com-
prising the second sequence number range.
19. The apparatus of claim 18, wherein the tracking module
is further configured to:
classify the additional packet as a retransmission if the
00O sequence number range designated in the entry
does not include sequence numbers comprising the sec-
ond sequence number range.
20. The apparatus of claim 18, wherein the tracking module
is further configured to:
forward the additional packet without awaiting receipt of
any other packets associated with the flow if the OO0
sequence number range designated in the entry includes
sequence numbers comprising the second sequence
number range; and
update the entry to remove sequence numbers comprising
the second sequence number range from the OOO
sequence number range.
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